System proM Miniature Circuit Breakers

S 250 Range Type C  acc. 1o IEC 898
Application: Technical data
To control and protect against Standard : IEC 898, BS EN 60898
circuit overloads and short- Tripping characteristics Type C
circuit currents in No. of poles 1,2, 3, 1+NA, 3+NA
* domestic installations Rated current 6...63A
* commercial and industrial Rated voltage U single pole AC - 230/400V~
electrical distribution multi pole . AC - 400V~
systems. Max. operating voltage c U +10%

Short circuit rupturing capacity

acc. to |EC 898, BS EN 60898 : 6000A
IEC 157-1 (230/400V) : 10000A
NEMA AB-1(120V/240V) : 15000A

Frequency : 50 ... 60 Hz
No. of switching at rated load : 20000 operations
Ambient temp. max temp. +55°C
min temp. -25°C
Humidity . max 95%
min 40%
Single Pole Dimensions per module (mm) 90 x 17.5 x 68
(length x width x
depth)
No. of Rated Ordering Details Price Packing Weight
poles Current TypeNo. Order Code 1pc ‘ unit 1pc
In A kg
1 | 6 $251-C 6 GJF 2510001 ROBOS 10 0,125
10 S251-C10 GJF 251 0001 R1005 10 0,125
16 S251-C16 GJF 251 0001 R1605 10 0,125
20 $251-C20 GJF 251 0001 R2005 10 0,125
25 $251-C25 GJF 251 0001 R2505 | 10 0,125
32 S251-C32 GJF 251 0001 R3205 10 0,125
40 $251-C40 GJF 251 0001 R4005 ‘ 10 0,125
50 $251-C50 GJF 251 0001 R5005 10 0,130
63 $251-C63 GJF 251 0001 R6305 [ 10 0,130
[°2 6 $252-C 6 GJF 2520001 R0605 [ 5 0,250
10 5252-C10 GJF 252 0001 R1005 5 0,250
DoublePole 16 §252-C16 GJF 252 0001 R1605 5 0,250
20 S$252-C20 GJF 252 0001 R2005 5 0,250
25 S252-C25 GJF 252 0001 R2505 5 0,250
32 5252-C32 GJF 252 0001 R3205 5 0,250
40 5252-C40 GJF 252 0001 R4005 5 0,250
50 5252-C50 GJF 252 0001 R5005 5 0,260
63 $252-C63 GJF 252 0001 R6305 4] 0,260
3 6 5253-C 6 | GJF 253 0001 ROBOS 3 0,375
10 | §253-C10 GJF 253 0001 R1005 3 0.375
‘ 16 | §253-C16 GJF 253 0001 R1605 3 0,375
20 5253-C20 GJF 253 0001 R2005 3 0,375
| | 25 $253-C25 GJF 253 0001 R2505 3 | 0,375
| 32 $253-C 32 GJF 253 0001 R3205 3 0,375
40 5253-C40 GJF 253 0001 R4005 3 0,375
50 S$253-C50 | GJF 253 0001 R5005 3 0,390
‘ 63 S253-C63 GJF 253 0001 R6305 3 0,390

MCBs with switched neutral (1+NA, 3+NA) on request.

Triple Pole




System proM Miniature Circuit Breakers

S 270 Range Type C acc. to IEC 898
Application: Technical data
To control and protect against Standard - |[EC 898, BS EN 60898
circuit overloads and short- Tripping characteristics : Type C
. circuit currents in No. of poles 1,2, 8,4, 1+NA, 3+NA
* domestic Installations Rated current : 0.5...63A
* commercial and industrial Rated voltage U single pole : AC - 230/400V~;
electrical distribution DC - 80V ...
systems. multi pole : AC - 400V~;
DC - 110V .
Max. operating voltage U +10%

Short circuit rupturing capacity
acc. to |[EC 898 BS EN 60898  : 10 O00A

IEC 947-2 (230/400V) 15 O00A
NEMA AB-1(120V/240V) : 30 000A
Frequency . 50 ... 60 Hz
No. of switching at rated load : 20000 operations
Ambient temp. : max temp. +55°C
min temp.  -25°C
Humidity . max 95%
min 40%
Dimensions per module (mm) 90 x17.5x 68
(length x width x
depth)
Single Pole
No. of Rated Ordering Details Price Packing Weight
poles Current TypeNo. Order Code 1pc unit 1pc
In A kg
1 05 5271-C 0.5 GJF 271 0001 R9B0OS 10 0,125
1 S2711-C 1 GJF 271 0001 RO105 10 0,125
16 S$271-C 16 GJF 271 0001 R9705 10 0,125
2 s271-C 2 GJF 271 0001 RO205 10 0,125
3 s271-C 3 GJF 2710001 RO305 10 0,125
4 S271-C 4 GJF 271 0001 RO405 10 0,125
6 52711-C 6 GJF 271 0001 ROBOS 10 0,125
8 5271-C 8 GJF 271 0001 ROBOS 10 0,125
10 5271-C10 GJF 271 0001 R1005 10 0,125
16 §271-C16 | GJF 2710001 R1605 10 0,125
20 S271-C20 GJF 271 0001 R2005 10 0,125
25 S§271-C25 GJF 271 0001 R2505 10 0125
32 S5271-Caz2 GJF 2710001 R3205 10 0,125
40 S271-C40 GJF 271 0001 R4005 10 0,125
50 5271-C50 GJF 271 0001 R5005 | 10 0,130
. 63 $271-C63 GJF 2710001 R6305 | 10 0,130
2 05 S272-C 05 GJF 272 0001 R9805 5 0,250
1 s272-C 1 GJF 272 0001 RO105 5 0,250
1.6 5272-C 16 GJF 272 0001 R9705 <] 0,250
2 5272-C 2 GJF 272 0001 RO205 5 0,250
3 5272-C 3 GJF 272 0001 RO305 5 0,250
4 S272-C 4 GJF 272 0001 RO405 5 0.250
DoublePole 6 $272-C 6 GJF 272 0001 ROBOS 5 0,250
8 s$272-C 8 GJF 272 0001 RDB0OS 5 0,250
10 $272-C10 GJF 272 0001 R1005 5 0,250
16 5272-C16 GJF 272 0001 R1B605 L 0.250
20 s272-Cc20 GJF 272 0001 R2005 5 0,250
25 §272-C25 GJF 272 D001 R2505 5 0,250
32 §272-C32 GJF 272 0001 R3205 5 0.250
40 S272-C40 GJF 272 0001 R4005 5 0,250
50 S272-C50 GJF 272 0001 RS005 5 0,260
63 5272-C63 GJF 272 D001 RB305 5 0,260




System proM

Residual Current-operated Circuit Breakers
(RCCBs) F 360 Range

F 362

Application:

1. Protect people against
electric shock resulting

from direct or indirect
contact with live parts
when there is an earth
fault current.

2. Protect people and
properties against fire
hazards due to earth
fault current.

3. For A.C. fault currents

Technical data
Standard

No. of poles
Rated Tripping
current |,

Rated current

Tripping range
Tripping time

Rated voltage U,
Max. operating

Voltage
Short circuit

withstanding capacity :

Frequency

No. of switching
at rated load
Ambient temp.

: AS 3190, BS 4293, |IEC 1008, MS 946,

SS 97,

: 2and 4 poles

10 mA (2 poles), 30mA, 100mA
300mA and 500mA

16A (2 poles), 32, 40, 63 and
80A (2 poles)

05t0 1.0 x I,
1x 1, - £100ms
5x 1, - 40ms

F362: 230V ~ or 240V~
F364: 230/400V ~ or 240/415V~

U +10%

6000 A in combination with an
upstream fuse, fuse gL 63 A to
BS 88 or IEC 269; or the
ABB-MCB S700 gL 63 A

50 to 60 Hz

at least 5000 operations
-25°C...+55°C

Climatic resistance IEC 68 Part 2-30. Damp heat, cyclic
(55°C/28 cycles)

90 x 35 x 68 (2 pole)

90 x 70 x 68 (4 ploe)

(lenght x width x depth)

Dimensions (mm)

No. IA&n In Ordering Details Price Packing | Weight
of mA A TypeNo. Order Code 1pc unit 1pc
‘ poles | | | kg
£iaod 2 | 10 16 | F362-16/0,01 GHF 3620015 R1460 | 1 0,345
30 32 | F 362 - 32/0,03 GHF 362 0015 R2530 1 0,345
40 F 362 - 40/0,03 GHF 362 0015 R2550 ‘ 1 0.345
: 63 F 362 - 63/0,03 GHF 362 0015 R2590 1 0,365
80 F 362 - 80/0,03 GHF 362 0015 R2620 i 1 ‘ 0,365
| 100 32 | F362-32/0,1 GHF 362 0015 R3530 1 0,345
[ 40 F 362 - 40/0,1 GHF 362 0015 R3550 | 1 0,345
| 63 F 362 - 63/0,1 GHF 362 0015 R3590 1 | 0,365
| . i i
| 300 32 F 362 - 32/0,3 GHF 362 0015 R4530 1 0,345
| 40 F 362 - 40/0,3 GHF 362 0015 R4550 | | 1 0,345
'] ‘ 63 | F 362 - 63/0,3 GHF 362 0015 R4590 | 1 0,365
|
| 4 30 a2 | Fa64-32/0,03 ‘ GHF 3640015 R2530 | 1 0.430
40 F 364 - 40/0,03 I GHF 364 0015 R2550 1 0,430
F 364./.CWC 63 F 364 - 63/0,03 GHF 364 0015 R2590 1 0,490
| [ - ] :
|
‘ 100 "3 F 364 - 32/0,1 GHF 364 0015 R3530 1 | 0,430
40 F 364 - 40/0,1 ‘ GHF 364 0015 R3550 [ 1 0.430
| 63 F 364 - 63/0,1 GHF 364 0015 R3590 } 1 0,490
‘ ‘ ! 300 32 ‘ F 364 - 32/0,3 GHF 364 0015 R4530 ‘ 1 ‘ 0,430
| 40 F 364 - 40/0,3 GHF 364 0015 R4550 1 0.430
| l f 63 | F364-6303 0.490

| GHF 364 0015 R4590 | 1

1. RCCBs with 500 mA sensilivity on request

2. RCCBs built-in casing SPE 2 (for F 362) or SPE 4 (for F 364) can be delivered:
Type code F36 ... [CWC, Order code GHF 36.10..R...0

3. RCCBs with SISIR Quality mark
Type code F36 .../JES, Order code GHF 36.0037 R..0



System proM Consumer Units SC Range
Empty, without equipment

Application: Technical data:
To protect the user against contact Standard BS 5486: Part 1 & Part 13: 1979,
with live parts and to provide a IEC 439, VDE 0603, DIN 43871
protective and stylish solution to Max Load 100A
house unsightly cables and wiring Max. operating voltage : SPN 250V 50Hz; TPN 440V 50Hz"
* Available as both moulded plastic Degree of Protection : Min. IP20
and metal units; for surface Cable entries
recessed and flush mounting Moulded plastic units : moulded knockouts on all sides and back
of base
Metalclad units 3Bmm diameter and 21mm diameter
knockouts on top and bottom, two
elongated knockouts on back of base
Description Ordering Details Price Packing Weight
Rows | Modules | TypeNo. Order Code 1pc unit 1pc
SCP14SNB | kg

Moulded plastic, for surface mounting

Consumer Units SCP...S
fitted with N plus PE terminals and equipment mounting rail

1 7 SCP07SNB GJF 1710211 RO051 1 0,63
1 10 | SCP10SNB GJF 171 0212 RO081 1 0,80
1 14 SCP14SNB GJF 1710214 RO121 1 0,99
1 16 SCP16SNB GJF 1710215 RO141 1 1,09
1 20 SCP20SNB GJF 1710216 R0181 1 1,30

Moulded plastic, for recessed mounting

SCC165SMB

Consumer Units SCP...R with wall box sheet steel

fitted with N plus PE terminals and equipment mounting rail.
1 7 SCPO7RNB GJF 171 0231 RO051 1 1,62
1 10 SCP10RNB GJF 171 0232 R0O081 1 180
1 16 SCP16RNB GJF 1710235 R0O141 1 217
1 0 SCP20RNB GJF 1710236 RO181 I 1 242

Metalclad with plastic flap, for surface mounting

Consumer Units SCC...S

fitted with N plus PE terminals and equipment mounting rail
1 i SCCO7SNB GJF 171 2211 ROO51 1 1.64
1 10 SCC10SNB GJF 171 2212 RO081 1 20
1 16 SCC16SNB GJF 171 2215 R0O141 1 2,75
1 1 3,25

20 SCC20SNB GJF 171 2216 R0181

@ Three phrase busbar blocks can be attached to bottom terminals of MCBs/RCDs/
Isolators.
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